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HINNAKIRI

VARUSTUSTASEMED MOOTOR KÜTUS VÕIMSUS JÕUÜLEKANNE KÄIGUKAST
HIND, EUR

SWB LWB LWB  
(7 SEATS)

SE
3.0D I6 Diisel MHEV 300 PS AWD Automaat – –
3.0 I6 Bensiin PHEV 460 PS AWD Automaat – –

HSE
3.0D I6 Diisel MHEV 300 PS AWD Automaat – –
3.0D I6 Diisel MHEV 350 PS AWD Automaat
3.0 I6 Bensiin PHEV 460 PS AWD Automaat –
3.0 I6 Bensiin PHEV 550 PS AWD Automaat – –

AUTOBIOGRAPHY
3.0D I6 Diisel MHEV 300 PS AWD Automaat – –
3.0D I6 Diisel MHEV 350 PS AWD Automaat
3.0 I6 Bensiin MHEV 400 PS AWD Automaat
3.0 I6 Bensiin PHEV 460 PS AWD Automaat –
3.0 I6 Bensiin PHEV 550 PS AWD Automaat – –
4.4 V8 Bensiin MHEV 530 PS AWD Automaat

SV
3.0D I6 Diisel MHEV 350 PS AWD Automaat –
3.0 I6 Bensiin PHEV 550 PS AWD Automaat – –
4.4 V8 Bensiin MHEV 615 PS AWD Automaat 278 700

167 500

181 850

       -

205 700

164 400

167 750

182 500

       -
184 600

206 300

244 100

146 500
154 200

155 450

160 300

163 150
174 800

174 550

179 250

       -
181 350

202 700

217 350

231 850

251 300 278 700

192 800
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TEHNILISED ANDMED

B CA

THE NEW RANGE ROVER DIMENSIONS AND CAPABILITIES

VEHICLE HEIGHT

Maximum height 1,870 mm

OBSTACLE CLEARANCE

Off-road height (SWB/LWB) 295 mm/294 mm
Standard ride height 219 mm

TURNING CIRCLE

Kerb-to-kerb (SWB/LWB) 10.95 m/11.54 m
Wall-to-wall (SWB/LWB) 11.37 m/11.96 m
Turns lock-to-lock 2.78

LOADSPACE CAPACITY**

Height 845.8 mm
Width (SWB/LWB/LWB 7 Seats) 1,444 mm/1,444 mm/1,255 mm
Width between arches (SWB/LWB/LWB 7 Seats) 
1,057.3 mm/1,057 mm/1,059 mm
Length behind first row (SWB/LWB/LWB 7 Seats) 
1,975.5 mm/2,165 mm/2,175 mm
Maximum loadspace volume behind first row 
(SWB/LWB/LWB 7 Seats)
Dry† 1,841/2,176/2,050 litres
Wet†† 2,335/2,727.6/2,601 litres

WADING DEPTH

Maximum wading depth 900 mm*

HEADROOM

Maximum front row headroom 999 mm
Maximum second row headroom (SWB/LWB/LWB 7 Seats) 
996.5 mm/978.3 mm/1,005 mm
Maximum third row headroom (LWB 7 Seats) 909 mm

LEGROOM

Maximum front row legroom (SWB/LWB/LWB 7 Seats) 
1,013 mm/1,014 mm/1,014 mm
Maximum second row legroom (SWB/LWB/LWB 7 Seats)
1,027 mm/1,220 mm/1,027 mm
Maximum third row legroom (LWB 7 Seats) 864 mm

Length behind second row (SWB/LWB/LWB 7 Seats) 
1,092.6 mm/1,093 mm/1,286 mm
Maximum loadspace volume behind second row 
(SWB/LWB/LWB 7 Seats)
Dry† 818/818/857 litres
Wet†† 1,050/1,050/1,061 litres
Length behind third row (LWB 7 Seats) 434 mm
Maximum loadspace volume behind third row (LWB 7 Seats)
Dry† 212 litres
Wet†† 312 litres

Standard overall length (SWB/LWB/LWB 7 Seats) 
5,052 mm/5,252 mm/5,252 mm

Wheelbase (SWB/LWB/LWB 7 Seats) 
2,997 mm/3,197 mm/3,197 mm

Width 2,047 mm mirrors folded 
Width 2,209 mm mirrors out

Rear wheel track 1,704.3 mmFront wheel track 1,702.3 mm

Height 
1,870 mm

A B C

Ride Height Departure Angle Ramp Angle
(SWB/LWB/LWB 7 Seats) Approach Angle

Off-road 29.0° 27.7°/25.2°/25.2° 34.7°
Standard 24.5° 21.4°/20.1°/20.1° 26.1°

*Wading depth (25 deg entry and exit) 750 mm, Deep Fording depth (9 deg entry and exit) 900 mm. 
**Rear loadspace is reduced when Rear Executive Class seating is selected. Please contact your local retailer 
for more detail.  †Dry: Volume as measured with VDA-compliant solid blocks (200 mm x 50 mm x 100 mm).  
††Wet: Volume as measured by simulating the loadspace filled with liquid. Please note: Figures relate to 
Standard Wheelbase (SWB), Long Wheelbase (LWB), and Long Wheelbase Seven Seats (LWB 7 Seats) 
models unless stated.

B CA

THE NEW RANGE ROVER DIMENSIONS AND CAPABILITIES

VEHICLE HEIGHT

Maximum height 1,870 mm

OBSTACLE CLEARANCE

Off-road height (SWB/LWB) 295 mm/294 mm
Standard ride height 219 mm

TURNING CIRCLE

Kerb-to-kerb (SWB/LWB) 10.95 m/11.54 m
Wall-to-wall (SWB/LWB) 11.37 m/11.96 m
Turns lock-to-lock 2.78

LOADSPACE CAPACITY**

Height 845.8 mm
Width (SWB/LWB/LWB 7 Seats) 1,444 mm/1,444 mm/1,255 mm
Width between arches (SWB/LWB/LWB 7 Seats) 
1,057.3 mm/1,057 mm/1,059 mm
Length behind first row (SWB/LWB/LWB 7 Seats) 
1,975.5 mm/2,165 mm/2,175 mm
Maximum loadspace volume behind first row 
(SWB/LWB/LWB 7 Seats)
Dry† 1,841/2,176/2,050 litres
Wet†† 2,335/2,727.6/2,601 litres

WADING DEPTH

Maximum wading depth 900 mm*

HEADROOM

Maximum front row headroom 999 mm
Maximum second row headroom (SWB/LWB/LWB 7 Seats) 
996.5 mm/978.3 mm/1,005 mm
Maximum third row headroom (LWB 7 Seats) 909 mm

LEGROOM

Maximum front row legroom (SWB/LWB/LWB 7 Seats) 
1,013 mm/1,014 mm/1,014 mm
Maximum second row legroom (SWB/LWB/LWB 7 Seats)
1,027 mm/1,220 mm/1,027 mm
Maximum third row legroom (LWB 7 Seats) 864 mm

Length behind second row (SWB/LWB/LWB 7 Seats) 
1,092.6 mm/1,093 mm/1,286 mm
Maximum loadspace volume behind second row 
(SWB/LWB/LWB 7 Seats)
Dry† 818/818/857 litres
Wet†† 1,050/1,050/1,061 litres
Length behind third row (LWB 7 Seats) 434 mm
Maximum loadspace volume behind third row (LWB 7 Seats)
Dry† 212 litres
Wet†† 312 litres

Standard overall length (SWB/LWB/LWB 7 Seats) 
5,052 mm/5,252 mm/5,252 mm

Wheelbase (SWB/LWB/LWB 7 Seats) 
2,997 mm/3,197 mm/3,197 mm

Width 2,047 mm mirrors folded 
Width 2,209 mm mirrors out

Rear wheel track 1,704.3 mmFront wheel track 1,702.3 mm

Height 
1,870 mm

A B C

Ride Height Departure Angle Ramp Angle
(SWB/LWB/LWB 7 Seats) Approach Angle

Off-road 29.0° 27.7°/25.2°/25.2° 34.7°
Standard 24.5° 21.4°/20.1°/20.1° 26.1°

*Wading depth (25 deg entry and exit) 750 mm, Deep Fording depth (9 deg entry and exit) 900 mm. 
**Rear loadspace is reduced when Rear Executive Class seating is selected. Please contact your local retailer 
for more detail.  †Dry: Volume as measured with VDA-compliant solid blocks (200 mm x 50 mm x 100 mm).  
††Wet: Volume as measured by simulating the loadspace filled with liquid. Please note: Figures relate to 
Standard Wheelbase (SWB), Long Wheelbase (LWB), and Long Wheelbase Seven Seats (LWB 7 Seats) 
models unless stated.

2 209 mm

1 702,3 mm

1 704,3 mm

1 870 mm

A B C
Läbimurdenurk Töönurgad Lähenemisnurk Väljumisnurk
Off-road 29,0° 27,7° / 25,2° / 25,2° 34,7° 
Standard 24,5° 21,4° / 20,1° / 20,1° 26,1°

SWB/LWB/LWB 7 SEATS  
2 997 mm/3 197 mm/3 197 mm)

SWB/LWB/LWB 7 SEATS     5 052 mm/5 252 mm/5 252 mm

MOOTOR D300 D350

Kubatuur cm3 2 997 2 997
Kütuse tüüp – Diisel MHEV Diisel MHEV
Silindrite arv ja paigutus – R6 R6
Maksimaalne võimsus PS (kW) / rpm 300 / 4 000 350 / 4 000
Maksimaalne pöördemoment Nm / rpm 650 / 1 500–2 500 700 / 1 500–3 000

ESITUS
Kiirendus 0-100 km/h sekundit 6,9 6,1/6,3/6,4 (SWB/LWB/LWB 7 SEATS)
Maksimaalne kiirus km/h 218 234/242/250 (SWB/LWB/LWB 7 SEATS)

KÜTUSEKULU JA HEITKOGUSED
Kombineeritud kütusekulu (WLTP) l/100km alates 7,6 alates 7,6/7,6/7,8 (SWB/LWB/LWB 7 SEATS)
CO2 kombineeritud heitkogused (WLTP) g/km alates 198 alates 198/200/204 (SWB/LWB/LWB 7 SEATS)
Kütusepaagi maht liitrit 80 80

KAALUD JA MÕÕTMED
Tühimass alates (EL) kg 2 505 2 505/2 569/2 666 (SWB/LWB/LWB 7 SEATS)
Lubatud brutokaal kg 3 350 3 350/3 350/3 400 (SWB/LWB/LWB 7 SEATS)
Maksimaalne haagise kaal kg 3 500 3 500
Pöördring (äärekivide vahel) m 10,95 / 11,54  (SWB/LWB)
Pagasiruum 1 istmerea taga liitrit VDA -> 1841/2176/2050 / DIN -> 2335/2727/2601 (SWB/LWB/LWB 7 SEATS)
Pagasiruum 2. istmerea taga liitrit VDA -> 818/818/857 / DIN -> 1050/1050/1061 (SWB/LWB/LWB 7 SEATS)

B CA

THE NEW RANGE ROVER DIMENSIONS AND CAPABILITIES

VEHICLE HEIGHT

Maximum height 1,870 mm

OBSTACLE CLEARANCE

Off-road height (SWB/LWB) 295 mm/294 mm
Standard ride height 219 mm

TURNING CIRCLE

Kerb-to-kerb (SWB/LWB) 10.95 m/11.54 m
Wall-to-wall (SWB/LWB) 11.37 m/11.96 m
Turns lock-to-lock 2.78

LOADSPACE CAPACITY**

Height 845.8 mm
Width (SWB/LWB/LWB 7 Seats) 1,444 mm/1,444 mm/1,255 mm
Width between arches (SWB/LWB/LWB 7 Seats) 
1,057.3 mm/1,057 mm/1,059 mm
Length behind first row (SWB/LWB/LWB 7 Seats) 
1,975.5 mm/2,165 mm/2,175 mm
Maximum loadspace volume behind first row 
(SWB/LWB/LWB 7 Seats)
Dry† 1,841/2,176/2,050 litres
Wet†† 2,335/2,727.6/2,601 litres

WADING DEPTH

Maximum wading depth 900 mm*

HEADROOM

Maximum front row headroom 999 mm
Maximum second row headroom (SWB/LWB/LWB 7 Seats) 
996.5 mm/978.3 mm/1,005 mm
Maximum third row headroom (LWB 7 Seats) 909 mm

LEGROOM

Maximum front row legroom (SWB/LWB/LWB 7 Seats) 
1,013 mm/1,014 mm/1,014 mm
Maximum second row legroom (SWB/LWB/LWB 7 Seats)
1,027 mm/1,220 mm/1,027 mm
Maximum third row legroom (LWB 7 Seats) 864 mm

Length behind second row (SWB/LWB/LWB 7 Seats) 
1,092.6 mm/1,093 mm/1,286 mm
Maximum loadspace volume behind second row 
(SWB/LWB/LWB 7 Seats)
Dry† 818/818/857 litres
Wet†† 1,050/1,050/1,061 litres
Length behind third row (LWB 7 Seats) 434 mm
Maximum loadspace volume behind third row (LWB 7 Seats)
Dry† 212 litres
Wet†† 312 litres

Standard overall length (SWB/LWB/LWB 7 Seats) 
5,052 mm/5,252 mm/5,252 mm

Wheelbase (SWB/LWB/LWB 7 Seats) 
2,997 mm/3,197 mm/3,197 mm

Width 2,047 mm mirrors folded 
Width 2,209 mm mirrors out

Rear wheel track 1,704.3 mmFront wheel track 1,702.3 mm

Height 
1,870 mm

A B C

Ride Height Departure Angle Ramp Angle
(SWB/LWB/LWB 7 Seats) Approach Angle

Off-road 29.0° 27.7°/25.2°/25.2° 34.7°
Standard 24.5° 21.4°/20.1°/20.1° 26.1°

*Wading depth (25 deg entry and exit) 750 mm, Deep Fording depth (9 deg entry and exit) 900 mm. 
**Rear loadspace is reduced when Rear Executive Class seating is selected. Please contact your local retailer 
for more detail.  †Dry: Volume as measured with VDA-compliant solid blocks (200 mm x 50 mm x 100 mm).  
††Wet: Volume as measured by simulating the loadspace filled with liquid. Please note: Figures relate to 
Standard Wheelbase (SWB), Long Wheelbase (LWB), and Long Wheelbase Seven Seats (LWB 7 Seats) 
models unless stated.
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MOOTOR P460e P550e P530 P615

Kubatuur cm3 2 996 2 996 4 395 4 395
Kütuse tüüp – Bensiin PHEV Bensiin PHEV Bensiin MHEV Bensiin MHEV
Silindrite arv ja paigutus – R6 R6 V8 V8
Maksimaalne võimsus PS (kW) / rpm 460 / 5 500–6 500 550 / 5 500–6 500 530 / 5 000–7 000 615 / 5 855–7 000
Maksimaalne pöördemoment Nm / rpm 660 / 2 000–5 000 800 / 2 000–5 000 750 / 1 800–4 500 750 / 1 800–5 400

ESITUS
Kiirendus 0-100 km/h sekundit 5,7/6,0 (SWB/LWB) 5,0 4,6/4,7/4,8 (SWB/LWB/LWB 7 SEATS) 4,5/4,6/4,6 (SWB/LWB/LWB 4 SEATS)

Maksimaalne kiirus km/h 225 242 250 261

KÜTUSEKULU JA HEITKOGUSED
Kombineeritud kütusekulu (WLTP) l/100km alates 0,6/0,6 (SWB/LWB) alates 0,6 alates 11,3/11,5/11,7 (SWB/LWB/LWB 7 SEATS) alates 10,6/11,6 (SWB/LWB)

CO2 kombineeritud heitkogused (WLTP) g/km alates 16-19/16-19 (SWB/LWB) alates 16-19 alates 256-271/260-272/264-273  
(SWB/LWB/LWB 7 SEATS)

alates 263-272/263-272 (SWB/LWB)

Kütusepaagi maht liitrit 71,5 71,5 90 90

KAALUD JA MÕÕTMED
Tühimass alates (EL) kg 2 770/2 810 (SWB/LWB) 2 810 2 585/2 626/2 725 (SWB/LWB/LWB 7 SEATS) 2 791/2 785/2 800 (SWB/LWB/LWB 4 SEATS)

Lubatud brutokaal kg 3 480/3 480 (SWB/LWB) 3 480 3 380/3 400/3 480 (SWB/LWB/LWB 7 SEATS) 3 400/3 400/3 310 (SWB/LWB/LWB 4 SEATS)

Maksimaalne haagise kaal kg 3 000 / – (SWB/LWB) 3 000 3 500 3 500
Pöördring (äärekivide vahel) m 10,95 / 11,54  (SWB/LWB)

Pagasiruum 1 istmerea taga liitrit VDA -> 1841/2176/2050 / DIN -> 2335/2727/2601 (SWB/LWB/LWB 7 SEATS)

Pagasiruum 2. istmerea taga liitrit VDA -> 818/818/857 / DIN -> 1050/1050/1061 (SWB/LWB/LWB 7 SEATS)

B CA

THE NEW RANGE ROVER DIMENSIONS AND CAPABILITIES

VEHICLE HEIGHT

Maximum height 1,870 mm

OBSTACLE CLEARANCE

Off-road height (SWB/LWB) 295 mm/294 mm
Standard ride height 219 mm

TURNING CIRCLE

Kerb-to-kerb (SWB/LWB) 10.95 m/11.54 m
Wall-to-wall (SWB/LWB) 11.37 m/11.96 m
Turns lock-to-lock 2.78

LOADSPACE CAPACITY**

Height 845.8 mm
Width (SWB/LWB/LWB 7 Seats) 1,444 mm/1,444 mm/1,255 mm
Width between arches (SWB/LWB/LWB 7 Seats) 
1,057.3 mm/1,057 mm/1,059 mm
Length behind first row (SWB/LWB/LWB 7 Seats) 
1,975.5 mm/2,165 mm/2,175 mm
Maximum loadspace volume behind first row 
(SWB/LWB/LWB 7 Seats)
Dry† 1,841/2,176/2,050 litres
Wet†† 2,335/2,727.6/2,601 litres

WADING DEPTH

Maximum wading depth 900 mm*

HEADROOM

Maximum front row headroom 999 mm
Maximum second row headroom (SWB/LWB/LWB 7 Seats) 
996.5 mm/978.3 mm/1,005 mm
Maximum third row headroom (LWB 7 Seats) 909 mm

LEGROOM

Maximum front row legroom (SWB/LWB/LWB 7 Seats) 
1,013 mm/1,014 mm/1,014 mm
Maximum second row legroom (SWB/LWB/LWB 7 Seats)
1,027 mm/1,220 mm/1,027 mm
Maximum third row legroom (LWB 7 Seats) 864 mm

Length behind second row (SWB/LWB/LWB 7 Seats) 
1,092.6 mm/1,093 mm/1,286 mm
Maximum loadspace volume behind second row 
(SWB/LWB/LWB 7 Seats)
Dry† 818/818/857 litres
Wet†† 1,050/1,050/1,061 litres
Length behind third row (LWB 7 Seats) 434 mm
Maximum loadspace volume behind third row (LWB 7 Seats)
Dry† 212 litres
Wet†† 312 litres

Standard overall length (SWB/LWB/LWB 7 Seats) 
5,052 mm/5,252 mm/5,252 mm

Wheelbase (SWB/LWB/LWB 7 Seats) 
2,997 mm/3,197 mm/3,197 mm

Width 2,047 mm mirrors folded 
Width 2,209 mm mirrors out

Rear wheel track 1,704.3 mmFront wheel track 1,702.3 mm

Height 
1,870 mm

A B C

Ride Height Departure Angle Ramp Angle
(SWB/LWB/LWB 7 Seats) Approach Angle

Off-road 29.0° 27.7°/25.2°/25.2° 34.7°
Standard 24.5° 21.4°/20.1°/20.1° 26.1°

*Wading depth (25 deg entry and exit) 750 mm, Deep Fording depth (9 deg entry and exit) 900 mm. 
**Rear loadspace is reduced when Rear Executive Class seating is selected. Please contact your local retailer 
for more detail.  †Dry: Volume as measured with VDA-compliant solid blocks (200 mm x 50 mm x 100 mm).  
††Wet: Volume as measured by simulating the loadspace filled with liquid. Please note: Figures relate to 
Standard Wheelbase (SWB), Long Wheelbase (LWB), and Long Wheelbase Seven Seats (LWB 7 Seats) 
models unless stated.

B CA

THE NEW RANGE ROVER DIMENSIONS AND CAPABILITIES

VEHICLE HEIGHT

Maximum height 1,870 mm

OBSTACLE CLEARANCE

Off-road height (SWB/LWB) 295 mm/294 mm
Standard ride height 219 mm

TURNING CIRCLE

Kerb-to-kerb (SWB/LWB) 10.95 m/11.54 m
Wall-to-wall (SWB/LWB) 11.37 m/11.96 m
Turns lock-to-lock 2.78

LOADSPACE CAPACITY**

Height 845.8 mm
Width (SWB/LWB/LWB 7 Seats) 1,444 mm/1,444 mm/1,255 mm
Width between arches (SWB/LWB/LWB 7 Seats) 
1,057.3 mm/1,057 mm/1,059 mm
Length behind first row (SWB/LWB/LWB 7 Seats) 
1,975.5 mm/2,165 mm/2,175 mm
Maximum loadspace volume behind first row 
(SWB/LWB/LWB 7 Seats)
Dry† 1,841/2,176/2,050 litres
Wet†† 2,335/2,727.6/2,601 litres

WADING DEPTH

Maximum wading depth 900 mm*

HEADROOM

Maximum front row headroom 999 mm
Maximum second row headroom (SWB/LWB/LWB 7 Seats) 
996.5 mm/978.3 mm/1,005 mm
Maximum third row headroom (LWB 7 Seats) 909 mm

LEGROOM

Maximum front row legroom (SWB/LWB/LWB 7 Seats) 
1,013 mm/1,014 mm/1,014 mm
Maximum second row legroom (SWB/LWB/LWB 7 Seats)
1,027 mm/1,220 mm/1,027 mm
Maximum third row legroom (LWB 7 Seats) 864 mm

Length behind second row (SWB/LWB/LWB 7 Seats) 
1,092.6 mm/1,093 mm/1,286 mm
Maximum loadspace volume behind second row 
(SWB/LWB/LWB 7 Seats)
Dry† 818/818/857 litres
Wet†† 1,050/1,050/1,061 litres
Length behind third row (LWB 7 Seats) 434 mm
Maximum loadspace volume behind third row (LWB 7 Seats)
Dry† 212 litres
Wet†† 312 litres

Standard overall length (SWB/LWB/LWB 7 Seats) 
5,052 mm/5,252 mm/5,252 mm

Wheelbase (SWB/LWB/LWB 7 Seats) 
2,997 mm/3,197 mm/3,197 mm

Width 2,047 mm mirrors folded 
Width 2,209 mm mirrors out

Rear wheel track 1,704.3 mmFront wheel track 1,702.3 mm

Height 
1,870 mm

A B C

Ride Height Departure Angle Ramp Angle
(SWB/LWB/LWB 7 Seats) Approach Angle

Off-road 29.0° 27.7°/25.2°/25.2° 34.7°
Standard 24.5° 21.4°/20.1°/20.1° 26.1°

*Wading depth (25 deg entry and exit) 750 mm, Deep Fording depth (9 deg entry and exit) 900 mm. 
**Rear loadspace is reduced when Rear Executive Class seating is selected. Please contact your local retailer 
for more detail.  †Dry: Volume as measured with VDA-compliant solid blocks (200 mm x 50 mm x 100 mm).  
††Wet: Volume as measured by simulating the loadspace filled with liquid. Please note: Figures relate to 
Standard Wheelbase (SWB), Long Wheelbase (LWB), and Long Wheelbase Seven Seats (LWB 7 Seats) 
models unless stated.
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B CA

THE NEW RANGE ROVER DIMENSIONS AND CAPABILITIES

VEHICLE HEIGHT

Maximum height 1,870 mm

OBSTACLE CLEARANCE

Off-road height (SWB/LWB) 295 mm/294 mm
Standard ride height 219 mm

TURNING CIRCLE

Kerb-to-kerb (SWB/LWB) 10.95 m/11.54 m
Wall-to-wall (SWB/LWB) 11.37 m/11.96 m
Turns lock-to-lock 2.78

LOADSPACE CAPACITY**

Height 845.8 mm
Width (SWB/LWB/LWB 7 Seats) 1,444 mm/1,444 mm/1,255 mm
Width between arches (SWB/LWB/LWB 7 Seats) 
1,057.3 mm/1,057 mm/1,059 mm
Length behind first row (SWB/LWB/LWB 7 Seats) 
1,975.5 mm/2,165 mm/2,175 mm
Maximum loadspace volume behind first row 
(SWB/LWB/LWB 7 Seats)
Dry† 1,841/2,176/2,050 litres
Wet†† 2,335/2,727.6/2,601 litres

WADING DEPTH

Maximum wading depth 900 mm*

HEADROOM

Maximum front row headroom 999 mm
Maximum second row headroom (SWB/LWB/LWB 7 Seats) 
996.5 mm/978.3 mm/1,005 mm
Maximum third row headroom (LWB 7 Seats) 909 mm

LEGROOM

Maximum front row legroom (SWB/LWB/LWB 7 Seats) 
1,013 mm/1,014 mm/1,014 mm
Maximum second row legroom (SWB/LWB/LWB 7 Seats)
1,027 mm/1,220 mm/1,027 mm
Maximum third row legroom (LWB 7 Seats) 864 mm

Length behind second row (SWB/LWB/LWB 7 Seats) 
1,092.6 mm/1,093 mm/1,286 mm
Maximum loadspace volume behind second row 
(SWB/LWB/LWB 7 Seats)
Dry† 818/818/857 litres
Wet†† 1,050/1,050/1,061 litres
Length behind third row (LWB 7 Seats) 434 mm
Maximum loadspace volume behind third row (LWB 7 Seats)
Dry† 212 litres
Wet†† 312 litres

Standard overall length (SWB/LWB/LWB 7 Seats) 
5,052 mm/5,252 mm/5,252 mm

Wheelbase (SWB/LWB/LWB 7 Seats) 
2,997 mm/3,197 mm/3,197 mm

Width 2,047 mm mirrors folded 
Width 2,209 mm mirrors out

Rear wheel track 1,704.3 mmFront wheel track 1,702.3 mm

Height 
1,870 mm

A B C

Ride Height Departure Angle Ramp Angle
(SWB/LWB/LWB 7 Seats) Approach Angle

Off-road 29.0° 27.7°/25.2°/25.2° 34.7°
Standard 24.5° 21.4°/20.1°/20.1° 26.1°

*Wading depth (25 deg entry and exit) 750 mm, Deep Fording depth (9 deg entry and exit) 900 mm. 
**Rear loadspace is reduced when Rear Executive Class seating is selected. Please contact your local retailer 
for more detail.  †Dry: Volume as measured with VDA-compliant solid blocks (200 mm x 50 mm x 100 mm).  
††Wet: Volume as measured by simulating the loadspace filled with liquid. Please note: Figures relate to 
Standard Wheelbase (SWB), Long Wheelbase (LWB), and Long Wheelbase Seven Seats (LWB 7 Seats) 
models unless stated.

A B C
Läbimurdenurk Töönurgad Lähenemisnurk Väljumisnurk
Off-road 29,0° 27,7° / 25,2° / 25,2° 34,7° 
Standard 24,5° 21,4° / 20,1° / 20,1° 26,1°



Jaguar Land Rover Limited püüab pidevalt täiustada oma sõidukite tehnilisi andmeid, disaini ja tootmist ning muudatusi tehakse pidevalt. Kuigi tehakse kõik endast oleneva, et meie väljaanded sisaldaksid 
kõige värskemaid andmeid, ei tohiks seda brošüüri pidada usaldusväärseks spetsifi katsioonijuhendiks ega konkreetse sõiduki müügipakkumiseks. Edasimüüjad ja esindajad ei ole Jaguar Land Rover 
Limitedi agendid ega esindajad üheski otseses ega kaudses tähenduses. Esitatud lakivärvid võivad tegelikest toonidest veidi erineda trükiprotsessis värvide taasesitamise tehnoloogiliste piirangute tõttu. 
Tootja jätab endale õiguse muuta või täielikult tühistada värvi värvi ilma ette teatamata. Mõned loetletud lakivärvid ei pruugi olla Eesti turul saadaval. Konkreetsete värvivärvide saadavuse ja valitud mudeli 
kehtivate tehniliste näitajate kohta tuleks alati konsulteerida Land Rover volitatud edasimüüjaga. Edasimüüjad ja edasimüüjad ei ole ettevõtte Jaguar Land Rover Limited seaduslikud esindajad ning selles 
mõttes ei ole neil õigusi esindada ega võtta kohustusi Jaguar Land Rover Limitedi nimel mis tahes otsesel ega kaudsel viisil. Ülaltoodu on informatiivsel eesmärgil ega kujuta endast garantiiavaldust ega 
kommertspakkumist tsiviilseadustiku sätete tähenduses.
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